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(c) * • *
(2) The microphone must be a pressure

sensitive capacitive type, or its approved
equivalent, such 8S free field type with
incidence corrector.

(i) After an adequate "warm-up" period. at
least as long as tha t specified by the
equipment manufacturer. the system output
for constant acoustical input shall change by

specifications noise measurement
equipment. As stated in the final rule (53
FR 16363). the FAA agreed to adopt the
International Civil Aviation
Organization (ICAO) standard for
microphone specifications to avoid any
disparity between U.S. and ICAO
specifications. In issuing the amendment
to Part 36, part of the revised
microphone technical specification was
inadvertently omitted and must now be
included in Part 36 to make it consistent
with lCAD. The omission is corrected
by this nolice.

Dated: December 14. 1988.
Donald P. Byrne.
Deputy Assistant Chief Counsel, Regulations
and Enforcement Division. Office of the Chief
Counsel.

The following correction is made in
Amendment No. 36-15, Standards
Governing the Noise Certification of
Aircraft: Appendix A-Aircraft Noise
Measurement Under § 36.101, Section
A36.3-Measurement of aircraft noise
received on the ground, published in the
Federal Register on May 6. 1988 (53 FR
16359).
. 1. In Appendix A, paragraph (c)(2) of

section A36.3 on page 16367, column 2, is
correctly amended by revising
paragraphs (i) and (Ii). by redesignaling
paragraphs (iii) and (iv) as (iv) and (v).
and by adding a new paragraph (iii) to
read as follows:

45 to 1,120 _ 1.0
1.120 to 2,240 1.5
2,240 to 4,500 _......................... 2.5
4,500 to 7,100~ _ 4.0
7,100 to 11.200 5.0

not more than 0.3 dB within anyone hour nor
by more than 0.4 dB within 5 !lours.

(ii) The variation of microphone and
preamplifier system sensitivity within an
angle of ±30 degrees of grazing (60-120
degrees from the nonnal to the diaphragm)
must not exceed the following values:

Change in
sensitivity (dB)

±1.0
±1.5
+1.5 to -2.0
+1.5 to -3.0
+2.0 to -4.0

Change in
Tolerance (dB)

Frequency (HZ)

45 to 4,500 .
4,500 to 5.600 .
5,600 to 7,100 .
7,100 to 9,000 .
9,000 to 11.200 .

Frequency (HZ)

Note: The requirements of this paragraph
may be determined by a pressure response
calibration (which may be obtained from an
electrostatic calibrator in combination with
manufacturer provided corrections) or an
anechoic free-field facility.

(iv)· ••
(v)· ••

2. Note: Paragraphs (d)(2), (d)(5),
(d)[6). and (e)(7) are revised as
described on page 16367.
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With the wind screen in place. the
variation in sensitivity in the plane of the
diaphragm of the microphone system shall
not exceed 1.0 dB over the frequency range 45
to 11.200 Hz.

(iii) The free-field frequency response of
the microphone system at the reference
incidence direction shall lie within an
envelope haVing the following values:

•••

DEPARTMENT OF TRANSPORTATION

Federal Aviation Administration

SUMMARY: In the May 6. 1988. issue of
the Federal Register (53 FR 16359). the
FAA published a final rule which
revised certain provisions of the
regulations prescribing requirements for
aircraft noise certification. The final rule
orni tted part of the technical
specifications to be adopted in the
amendment to Part 36.
EFFECTIVE DATE: May 6, 1988.
FOR FURTHER INFORMATION CONTACT:
Mr. Steven R. Albersheim (202) 267
3560.
SUPPLEMENTARY INFORMATION:

Background

Since its adoption in November 1969,
FAR, Part 36, serves as the basis for
certificating aircraft to prescribed noise
standards and it includes precise
instructions concerning the acquisition,
processing. and documentation of noise
data from aircraft. Part 36 has been
amended several times to reflect
changes in aircraft design and
technology and the ability to measure
ail-craft noise levels more precisely. The
most recent amendment to Part 36
published in the Federal Register (53 FR
16359) revised the definition of
acoustical change for turbojets. weight
limits for certification, and technical
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